
NOTE:
REFER TO SPECIFICATIONS FOR ADDITIONAL INSTRUCTIONS REGARDING 
STORAGE CONDITIONS, INSTALLATION PROCEDURES, AND PRODUCT 
INFORMATION.

BUTT SOD 
TOGETHER AS 
SHOWN

1' 
- 0

"

TOPSOIL PER SPEC

SUBGRADE - SCARIFY
PER SPECIFICATIONS

TURF GRASS - SOD

NOTE:
REFER TO SPECIFICATIONS FOR ADDITIONAL INSTRUCTIONS REGARDING 
STORAGE CONDITIONS, INSTALLATION PROCEDURES, AND PRODUCT 
INFORMATION.

0' - 6"

0' 
- 1

"
1' 

- 0
"

TURF GRASS - SOD

CONCRETE PAVEMENT

AGGREGATE BASE
COURSE MATERIAL &
COMPACTION PER
GEOTECH REPORT
SUBGRADE COMPACT
TO 95%
SUBGRADE - SCARIFY
PER SPECIFICATIONS

NOTE:
REFER TO SPECIFICATIONS FOR ADDITIONAL INSTRUCTIONS REGARDING 
STORAGE CONDITIONS, INSTALLATION PROCEDURES, AND PRODUCT 
INFORMATION.
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- 3

"
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"

MULCH - SOIL PEP

TOPSOIL PER SPEC

SUBGRADE - SCARIFY
PER SPECIFICATIONS

SUBGRADE COMPACT
TO 95%

AGGREGATE BASE
COURSE MATERIAL &
COMPACTION PER
GEOTECH REPORT

CONCRETE PAVEMENT

NOTE:
REFER TO SPECIFICATIONS FOR ADDITIONAL INSTRUCTIONS REGARDING 
STORAGE CONDITIONS, INSTALLATION PROCEDURES, AND PRODUCT 
INFORMATION.

SEE PLANTING PLAN AND SCHEDULE FOR SPACING

1' 
- 0

"

TOPSOIL PER SPEC

REMOVE ROOTBALL
FROM CONTAINER AND
PLACE ON SLIGHTLY
COMPACTED AND
AMENDED TOPSOIL
WITH THE ROOTBALL 1"
ABOVE FINISH GRADE.
SCARIFY / BREAK UP
ROOTBALL IF
ROOTBOUND.

MULCH - SOIL PEP

NOTE:
WHEN IN MASSINGS, 
PLACE PLANTS IN A 
TRIANGULATED 
PATTERN TO AVOID 
BARE SPOTS IN 
LANDSCAPE BEDS.

SPACE NOTED
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1' - 6"

PLANT AS SPECIFIED ON 
PLAN

SPACING NOTED

3" MULCH - SOIL PEP

TOPSOIL PER SPEC

SUBGRADE - SCARIFY
PER SPECIFICATIONS

PERENNIAL PER 
PLANTING - PREPARE 
BED AS SHOWN ON 
PLAN

0' 
- 3

"
1' 

- 6
"

MULCH - SOIL PEP

TOPSOIL PER SPEC

SUBGRADE - SCARIFY
PER SPECIFICATIONS

REMOVE ROOTBALL
FROM CONTAINER AND
PLACE ON SLIGHTLY
COMPACTED AND
AMENDED TOPSOIL
WITH THE ROOTBALL 1"
ABOVE FINISH GRADE.
SCARIFY / BREAK UP
ROOTBALL IF
ROOTBOUND.

SHRUB PER PLANTING -
PREPARE BED AS 
SHOWN ON PLAN

3X ROOTBALL DIAMETER

MULCH - SOIL PEP

REMOVE ROOTBALL
FROM CONTAINER AND
PLACE ON SLIGHTLY
COMPACTED AND
AMENDED TOPSOIL
WITH THE ROOTBALL 1"
ABOVE FINISH GRADE.
SCARIFY / BREAK UP
ROOTBALL IF
ROOTBOUND.SUBGRADE - SCARIFY
PER SPECIFICATIONS

TOPSOIL PER SPEC0' 
- 1

"

SHRUBS OR HEDGE PLANT AS 
SHOWN ON PLAN. SPACING VARIES 
BASED ON PLANT TYPE. PLACE IN 
TRIANGULAR PATTERN UNLESS 
OTHERWISE NOTED.
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SPACING NOTED

SPACING NOTED

MULCH - SOIL PEP

TOPSOIL PER SPEC

0' 
- 8

"0' 
- 6

"

EXPOSE ROOT FLARE AND 
INSTALL 2" ABOVE FINISH 
GRADE3" DEPTH OF SOIL PEP.

TOPSOIL

PLANT BACKFILL MIX

UNDISTURBED SUBGRADE

7' 
- 0

"
3' 

-  0
"

3X ROOTBALL DIAMETER

ATTACH TIE TO TREE PER 
MANUFACTURER 
RECOMMENDATIONS PROVIDING 
ADEQUATE SUPPORT WHILE 
ALLOWING TREE TO MOVE.

NOTES:
STAKE TREES PERPENDICULAR TO PREVAILING 
WIND

TREE DRAINS SHALL BE INSTALLED BY 
CONTRACTOR. IF TREE PITS FAIL PERCOLATION 
TEST, REFER TO SPECIFICATIONS, DRAIN 
COMPOSED OF 3" PERFORATED PVC PIPE AND 3" 
SLIP CAP WITH 3/4" PEA GRAVEL.

TREE TIES

LODGE POLE STAKES

PREVAILING WIND DIRECTION

PLAN VIEW

(2) 10' LODGEPOLE STAKES, TYP.

TREE TIE - SEE SPECIFICATION

EXPOSE ROOT FLARE AND 
INSTALL 2" ABOVE FINISH 
GRADE3" DEPTH OF SOIL PEP.

TOPSOIL

PLANT BACKFILL MIX

UNDISTURBED SUBGRADE

0' 
- 8

 3/
32

"
6' 

- 0
 1/
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"

3X ROOTBALL DIAMETER

ATTACH TIE TO TREE PER 
MANUFACTURER 
RECOMMENDATIONS PROVIDING 
ADEQUATE SUPPORT WHILE 
ALLOWING TREE TO MOVE.

NOTES:
STAKE TREES PERPENDICULAR TO PREVAILING 
WIND

TREE DRAINS SHALL BE INSTALLED BY 
CONTRACTOR. IF TREE PITS FAIL PERCOLATION 
TEST (REFER TO SPECIFICATIONS) DRAIN 
COMPOSED OF 3" PERFORATED PVC PIPE AND 3" 
SLIP CAP WITH 3/4" PEA GRAVEL.

TREE TIES

LODGE POLE STAKES

PREVAILING WIND DIRECTION

PLAN VIEW

(2) 10' LODGEPOLE STAKES, TYP.

TREE TIE - SEE SPECIFICATION

NOTES:

STAKE TREES PERPENDICULAR TO PREVAILING WIND

TREE DRAINS SHALL BE INSTALLED BY CONTRACTOR. 
IF TREE PITS FAIL PERCOLATION TEST, REFER TO 
SPECIFICATIONS, DRAIN COMPOSED OF 3" 
PERFORATED PVC PIPE AND 3" SLIP CAP WITH 3/4" PEA 
GRAVEL.

0' 
- 8

"

7' 
- 0

"
3' 

- 0
"

0' 
- 6

"

4' - 0"

(2) 10' LODGEPOLE STAKES, TYP.

ATTACH TIE TO TREE PER MANUFACTURER 
RECOMMENDATIONS PROVIDING ADEQUATE 
SUPPORT WHILE ALLOWING TREE TO MOVE.

TREE TIE - SEE SPECIFICATION

EXPOSE ROOT FLARE AND 
INSTALL 2" ABOVE FINISH 
GRADE3" DEPTH OF SOIL PEP.

TOPSOIL

PLANT BACKFILL MIX

UNDISTURBED SUBGRADE

3X ROOTBALL DIAMETER

MAX SLOPE 2:1

TREE TIES

LODGE POLE STAKES

PREVAILING WIND DIRECTION

PLAN VIEW

BUTT SEED SOD 
TOGETHER AS 
SHOWN

1' 
- 0

"

TOPSOIL PER SPEC
SOD BASE

SEE ARCH R5/A0.10

WATERPROOFING SEE HENRY SPECS

NOTE:
1. INSTALL PER MANUFACURER SPECIFICATIONS  AND USE FOR 

ADDITIONAL INSTRUCTIONS REGARDING STORAGE CONDITIONS, 
INSTALLATION PROCEDURES, AND PRODUCT INFORMATION.

2. STAPLES TO BE USED ON SLOPES GREATER THAN 3:1
3. STAPLES TO BE REMOVED AFTER 3 MONTHS. 
4. SOD TO BE INSTALLED. OVERSEED WITH GRANITE SEED WILDFLOWER 

MIX PER SCHEDULE
5. SEE SHRUB PLANTING DETAIL WHEN SHRUBS & GRASSES ARE 

PLANTED IN SOD
6. TOPSOIL DEPTH MAY VARY ON ROOFTOP AMENITY DECKS. SEE 

LAYOUT & MATERIALS PLAN

BIONATIVE SOD
MANUFACTURE - BIOGRASS

8630 S REDWOOD RD, WEST JORDAN, UT 84088
CONTACT - 801-891-1717, CLARK@BIOGRASS.COM 

NATIVE SEED MIX
MANUFACTURE- GRANITE SEED

1697 W 2100 N, LEHI, UT 84043
CONTACT - JASON SETTER

801-701-9418, JASON@GRANITESEED.COM

NOTE:
1. INSTALL PER MANUFACURER SPECIFICATIONS  AND USE FOR 

ADDITIONAL INSTRUCTIONS REGARDING STORAGE CONDITIONS, 
INSTALLATION PROCEDURES, AND PRODUCT INFORMATION.

2. STAPLES TO BE USED ON SLOPES GREATER THAN 3:1
3. STAPLES TO BE REMOVED AFTER 3 MONTHS. 
4. SOD TO BE INSTALLED. OVERSEED WITH GRANITE SEED WILDFLOWER 

MIX PER SCHEDULE

BIONATIVE SOD
MANUFACTURE - BIOGRASS

8630 S REDWOOD RD, WEST JORDAN, UT 84088
CONTACT - 801-891-1717, CLARK@BIOGRASS.COM 

NATIVE SEED MIX
MANUFACTURE- GRANITE SEED

1697 W 2100 N, LEHI, UT 84043
CONTACT - JASON SETTER

801-701-9418, JASON@GRANITESEED.COM

BUTT SOD 
TOGETHER AS 
SHOWN

1' 
- 0

"

TOPSOIL PER SPEC

SUBGRADE - SCARIFY
PER SPECIFICATIONS

BIO NATIVE SOD

INSTALL (2) TWO 
SOD STAPLES 
PER PANEL

ALTERNATE SOD 
PANEL INSTALLATION 
AS SHOWN

SOD INSTALLATION 
ON SLOPE

PLAN VIEW

SOD STAPLE

1" = 1'-0"
1 LAWN - SOD LAYING

1" = 1'-0"
2 LAWN - HARDSCAPE ADJACENT

1" = 1'-0"
3 SOIL PEP - SHRUB BED

1" = 1'-0"
4 GROUNDCOVER PLANTING DETAIL

1/2" = 1'-0"
6 PLANT SPACING

1" = 1'-0"
7 PERENNIALS

1" = 1'-0"
8 SHRUBS

1/2" = 1'-0"
9 HEDGE SPACING DETAIL
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Landscape Architect
EPG Design
6949 South High Tech Drive, Suite 100
Midvale, Utah 84047

Pool Consultant
Cloward H20
2696 N University Ave, Suite 290
Provo, UT 84604

Code Consultant
Holmes
600 1st Avenue, Suite 200A
Seattle, WA 98104

Fire Protection Engineer
Jensen Hughes
One Research Drive, Suite 305C
Westborough, MA 01581

Accessibility Consultant
Studio Pacifica
2144 Westlake Ave N, Suite F
Seattle, WA 98109

Building Envelope Consultant
RDH
2101 N 34th St
Seattle, WA 98103

Specifications Writer
Friday Group
88 Mainelli Road
Middlebury, VT

Vertical Transportation Consulatant
Lerch Bates
19515 North Creek Parkway, Suite 304
Bothell, WA 98011

Lighting Designer
O-
1319 SE MLK Blvd, Suite 210
Portland, Oregon 97219

MEP Engineer
WSP USA
1001 Fourth Ave., Suite 3100
Seattle, WA 98154

Acoustic Consultant
BRC Acoustics
1932 1st Ave, Suite 620
Seattle, WA 98101

White Summit Development, LLC 
PO Box 980022

Park City, Utah 84098

Structural Engineer
Magnusson Klemencic Associates
1301 5th Ave, Suite 3200
Seattle, WA 98101
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    PLANTING DETAILS
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CONSTRUCTION
DOCUMENTS 95%

11/21/22

1/2" = 1'-0"
11 DECIDUOUS TREE IN PLANTING BED

1/2" = 1'-0"
13 EVREGREEN TREE

1/2" = 1'-0"
12 DECIDUOUS TREE ON SLOPE

1" = 1'-0"
10 INTENSIVE GREEN ROOF

1" = 1'-0"
5 BIONATIVE SOD
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